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MATERIAL SPECIFICATION

VOCAB NUMBER ITEM DESCRIPTION

TREE AND WEED KILLER

142268 PRODUCT CODE: GLYPHOSATE 360
STD PACK = 5 LITRE CONTAINER

SPECIFICATION DETAILS
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SCOPE:

This specification covers the supply and delivery of Tree & Weed Killer to the nominated PNG Power
stores.

APPLICATION:

The Tree & Weed Killer is specially intended to be used as a medium to control unwanted vegetation and
trees within the PNG Power premises. Such areas as the Construction sites, Equipment and Material
Storage areas, around power poles, along boundary fence, drains in Power station and substations, etc.

REGISTRATION:

The Tree & Weed Killer shall be registered in an overseas country and the supplier shall provide the
name of the country and the registration number of the product.

COMPLIANCE WITH ACT:

The Tree & Weed Killer shall comply with the requirements of the “ENVIRONMENTAL CONTAMINANTS
(PESTICIDES) REGULATION 1988". In addition the supplier shall provide a copy of the permit to
import/distribute/sell or manufacture a pesticide as required by the above regulation. Furthermore, if
required by the purchaser, the supplier shall provide a copy of the application form (FORM 1).

Unit of Measure: Each
Rejection: PNG Power Ltd reserves all rights to reject whole or part of the order not complying with this specification

and is not liable for any cost or loss with the return of rejects to the Supplier. Facilitation of Invoice Credit must
commence between the supplier and PNG Power Ltd through the process of PNG Power Ltd Discrepancy Report

provisions.
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PACKAGING:

The Tree & Weed Killer shall be packed in a sound, clean, dry, containers with air tight closures. The
containers shall be impermeable and there shall be no reaction between the container and the weed killer.

TECHNICAL INFORMATION:

A Material Safety Data Sheet (MSDS) shall be prepared in accordance with the “Work Safe Australian
Guidance Note” and shall be provided to PNG Power together with many relevant documents. MSDS shall

be produced to PPL for study prior to supply of the chemicals.

MARKING AND LABELLING:

In addition to any requirements of the Environmental Contaminants Act — Chapter 368, the following
information shall be legibly marked on the containers of the Tree & Weed Killer or on securely attached

labels:

7.1 The Manufacturer's name, trademark or trade name.

7.2 Instructions for use, including warning on overuse and possible skin irritation.
7.3 The mass or volume of the contents as appropriate.

7.4 The batch number and either the expiry date or the date of manufacture.

SIZE OF CONTAINER:
Containers shall be of five (5) litre capacity.

PRODUCT TO BE SUPPLIED:

The original product complying with this material specification shall be supplied at all times. If an alternative
product is to be offered, conditions of paragraph 10 will apply.

CONDITIONS OF CHANGES:

Should there be any changes either to the chemical composition or the prices of the product and if an
alternative product is to be offered for reasons beyond the suppliers control during the term of the period
contract, PNG Power shall be notified in writing prior to any changes taking place and stating:

7.1 The reasons for the changes.

7.2 Provide a copy of the Material Safety Data Sheet (MSDS) for the new chemical.

7.3 Provide a copy of the permit to import, sell, distribute or manufacture this product.

7.4 In the event that an alternative product is to be offered, all other conditions in this specification will

still apply.

ACCEPTANCE:

Before acceptance into PPL stores the product shall be inspected by the authorized PPL staff to ensure it
complies with this specification, The Material Safety Data Sheet shall be delivered to PPL for study in
regards to health and Safety Precautions, First Aid Measures etc before supply of the item. PPL reserves
the right to ask for substitution or replacements to protect health and safety of PPL personal, public and

environment.
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PPL reserves the right to have chemical tests cariied out on the product upon delivery and before

acceptance to ensure compliance of the product is achieved. Any product not complying with this
specification shall be returned to the contractor for rectification or replacement at no cost.

John Mandali
MANAGER OCCPATIONAL HEALTH AND SAFETY
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