N @79 PNG POWER Lt

MATERIAL SPECIFICATION

VOCAB NUMBER ITEM DESCRIPTION
142159 DEGREASER INDUSTRIAL CLEANER
SPECIFICATION DETAILS

AS PER PNG POWER LTD GENERAL SPECIFICATION FOR
DEGREASER, INDUSTRIAL CLEANER

° Unit of Measure: Each
Rejection: PNG Power Ltd reserves all rights to reject whole or part of the order not
complying with this specification and is not liable for any cost or loss with the return of rejects
to the Supplier. Facilitation of Invoice Credit must commence between the supplier and PNG
Power Ltd through the process of PNG Power Ltd Discrepancy Report provisions.

Drawing References: Manufacturer’s Product Code:

STANDARDS COMMITTEE APPROVAL

Date:%.l. " é » 120/

Approval by: Alex Oa

Chairman
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@79 PNG POWER Lt

TENDER TECHNICAL SPECIFICATION FOR PROTECTIVE GLOVES. \
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SCOPE:

The specification covers the requirement of the Industrial Degreaser that is to be supplied and delivered to
the nominated PNG Power stores.

APPLICATION:

The Degreaser Industrial Cleaner is specifically intended for Industrial application as a medium to
instantly penetrate, dissolve and remove the most stubborn soils and grease from metal, concrete floors,
rubber and plastic surfaces with maximum efficiency in a grease and oil environment such as Power

House and Workshops.

GENERAL REQUIREMENTS:

3.1

3.2

TECHNICAL INFORMATION:

A Material Safety Data Sheet (MSDS) shall be prepared in accordance with the Work safe Australia
Guidance Note and shall be provided to PNG Power together with any relevant documents.

MARKING AND LABELLING:

In addition to any other legislation requirements, the following information shall be legibly marked on the
containers of the Degreaser Industrial Cleaner or on securely attached labels:

5.1
52
5.3
5.4

PRODUCT TO BE SUPPLIED:

The original product complying with this material specification shall be supplied at all times. If an
alternative product is to be offered then conditions of paragraph 7 will apply.

CONDITIONS OF CHANGES:

Whilst the Degreaser Industrial Cleaner must be capable of removing oils, grease, dirt, grime,
carbon, etc. It must not be detrimental to PVC, Polyethylene, Natural Rubber and other insulating
materials commonly used in Power Station and workshops.

The Degreaser Industrial Cleaner shall not contain any paint striping nor corrosive ingredients.
Furthermore, it shall be free of skin irritation.

The Manufacturer's name, trademark or trade name.

Instruction for use, including warning on overuse and possible skin irritation.
The mass or volume of the contents as appropriate.

The batch number and either the expiring date or the date of manufacture.

Should there be any changes either to the product composition or the prices of the product and if an
alternative product is to be offered for reasons beyond the suppliers control during the term of the period
contract, PNG Power shall be notified in writing prior to any changes taking place and stating:

7.1
7.2
7.3
74

The reason for the changes.
Provide a copy of the Material Safety Data Sheet (MSDS) for the new chemical.

Provide a copy of the permit to import, sell, distribute or manufacture this product.
In the event that an alternative product is to be offered, all other conditions in this specification will

apply.
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TENDER TECHNICAL SPECIFICATION FOR PROTECTIVE GLOVES. Vocab: 14215

8.0

SIZE OF CONTAINER:

Containers shall be of five (5) litre capacity.

PACKAGING:

The Degreaser Industrial Cleaner shall be packed in sound, clean, dry containers with air tight closures.
The containers shall be impermeable and there shall be no reaction between the containers and the

degreasing agent.

John Mandali
Manager Occupationgl Health & Safety
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