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MATERIAL SPECIFICATION

VOCAB NUMBER ITEM DESCRIPTION

181096 INDUSTRIAL HAND CLEANER
(PETROLEUM SOLVENT TYPE)

SPECIFICATION DETAILS

AS PER PNG POWER LTD GENERAL SPECIFICATIONS FOR
INDUSTRIAL HAND CLEANER (PETROLEUM SOLVENT CLEANER)

. Unit of Measure: Each

. Rejection: PNG Power Ltd reserves all rights to reject whole or part of the order not complying with this
specification and is not liable for any cost or loss with the return of rejects to the Supplier. Facilitation of
Invoice Credit must commence between the supplier and PNG Power Ltd through the process of PNG
Power Ltd Discrepancy Report provision
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STANDARDS COMMITTEE APPROVAL

A 4 4
Approval by: Alex Oa Signature .. ’L y _ Date”7 /. £ Aot 2
Chairman :
DATA REVIEW ENDPRSEMENT
Name Title Signatu} Date /

John Mandali Manager OHS . | x//)f / ._/)é 4(

KENINY NQCE: L HOE / . %ﬂ‘ )ff’?/@ e




@79 PNG POWER Ltd

SPECIFICATION FOR INDUSTRIAL HAND CLEANER (PETROLEUM SOLVENT TYPE). Vocab: 181096
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SCOPE:

The specification covers the supply and delivery HAND CLEANER (Petroleum Solvent Type) to the
nominated PNG Power stores

APPLICATION:
The Industrial Hand Cleaner is intended for the removal of dirt, grease. grime. carbon and other soils

GENERAL REQUIREMENTS:

The hand cleaner shall be gel. liquid or cream of homogeneous texture and shall consist essentially of
surface-active agents, solvents and water The hand cleaner should break and spread easily on the skin,
be non-sticky and be readily rinsed off water without an oily residue or deposit in the hands. The hand
cleaner shall leave the hands clean and free of skin irritation, dryness or greasiness

STANDARD:
The hand cleaner shall comply with the requirement of AS 1223 — 1991

TECHNICAL INFORMATION:

A Material Safety Data Sheet (MSDS) shall be prepared in accordance with the “Work Safe Australian
Guidance Note” and shall be provided to PNG Power Ltd together with any relevant documents MSDS
shall be produced to PPL for study prior to supply of the chemicals

PACKAGING:

The hand cleaner shall be packed in sound. clean, dry container with arr tight closures. The container shall
be impermeable and there shall be no reaction between the containers and the hand cleaner

MARKING AND LABELLING:

The following information shall be marked on the containers of hand cleaners or on securely attached
labels:

71 The Manufacturer's name. trademark or trade name

72 The wording Industrial hand cleaner (Petroleum Solvent Type)

7.3 Instructions for use, including warning on overuse and possible skin irritation
7.4  The mass or volume of the contents as appropriate

7.5  The batch number and either the expiry date or the date of manufacture

SIZE OF CONTAINER:

Containers shall be of five (5) or Eight (8) litres capacity

PRODUCT TO BE SUPPLIED:

The original product complying with this matenal specification shall be supplied at all times  If an alternative
product is to be offered. conditions of paragraph 10 will apply
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10.0 CONDITIONS OF CHANGES:

Should there be any changes either to the chemical composition or the prices of the product and if an
alternative product is to be offered for reasons beyond the suppliers control during the term of the period
contract, PNG Power shall be notified in writing prior to any changes taking place and stating:

71
72
73
74

The reasons for the changes.

Provide a copy of the Material Safety Data Sheet (MSDS) for the new chemical

Provide a copy of the permit to import, sell, distribute or manufacture this product

In the event that an alternative product is to be offered, all other conditions in this specification will
still apply

John Mandali

MANAGER OCCPATIONAL HEALTH AND SAFETY




